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Smooth operation, quiet. It’s big, 
bold and beautiful. Eight inch 
treads. Like all PRECISION prod¬ 
ucts it’s built to give trouble- 
free service and to last a lifetime. 
Simple engineering principle as¬ 
sures perfect opening and closing! 






















BOLD OPERATION —Simple AIRCRAFT steel cables and 
dual pulley engineering principle assures stairway stopping in 
either up or down position at exactly the right place. Operates 
entirely on lifetime sealed ball bearings. Safe and sure. Truly a 
masterpiece in "push-button living". 

POWER UNIT — 1/3 hp; 115-volt, 60 cycle, single phase 
electric gear motor. Push the button and this power unit does 
the rest. Push button switch fits standard wall receptacle. Dual 
controls makes operation fully automatic from the station above ( 

as well as below. 

BOLD HAND RAILS— 1 -1/16" OD galvanized steel tubing. 

Operate on twin sealed ball bearing rollers, (both sides), as 
stationary guides to assure perfect performance of stairway on 
both opening and closing. 


BIG STRINGERS— 

1 %" x 6%" kiln dried, 
"stress-tested" lumber. 
Heavily insulated door panel. 


BIG TREADS- 


1" X 8" X 19%". Covered, 
as a safety feature, with 
ribbed rubber tread over 
the full 8 x 19% inch area. 


• * Measured from bottom edge of frame to finished floor. 

PRECISION PARTS CORPORATION 

400 North First Street Nashville 7, Tennessee 

Manufacturers of America’s Most Complete Line of Disappearing Stairways. 


Complete installation instructions with each stairway 


ADVANCED DESIGN 

The sweeping curves of the 
hand rails against the 
straight lines of the stair¬ 
way’s heavy stringers and 
wide, heavy treads make 
this the “Stairway of to¬ 
morrow.’’ Designed and 
built for use in the finest 
homes, banks and other 
commercial buildings where 
storage space is at a 
premium. 


PRECISION PUSH SUTTON 
ELECTRIC STAIRWAY 


Rough Opening Requirement 30 " x 72" 
Frame Size-Outside 28%" x 70%" 

Stringer Size 1%" x 6%" 

Tread Size 1" x 8" x 19%" 

Distance Between Stringers 19" 
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APPROVED BY 
LEADING ARCHITECTS 
BUILDERS, AND 
LENDING AGENCIES. 


For 30" x 54" rough 
opening. B a I a n c e d 
Spring Action. Design¬ 
ed for maximum width 
installation with 16 
O. C. ceiling joists. 
Simply cut one joist 
and put in headers for 
rough opening. Big 
treads 25/32" x 5” 
wide. Heavy stringer 
25/32" x 4l/ 2 " 
wide. Frame 25/ 
32" x 51 / 2 " wide. 
Truly a bigger, 
sturdier folding 
stairway to make 
possible storage of 
larger things in 
attics and to make 
it easier to get 
small things up and 
down. 


Simple and easy to operate—no adjustments necessary. 
Rugged and strong—manufactured of highest quality 
materials—No. 1 kiln dried lumber throughout. All hard¬ 
ware fabricated of heavy galvanized steel. Double steel 
tie-rods under each tread. Double steel hinges. Insulated 
door panel. Full width safety treads. Manufactured in 
Precision s modern plant—precision-built for ease of 
operation and for durability. All parts secured by bolts 
and screws—no nails. 


Angle A=26®-34* 
Angle B=63°-26' 
Angle C=90°-0’ 
Distance D=9W* 
8’-9” Model 
Distance D=20 , /i’ 
9'-9” Model 


TECHNICAL INFORMATION 

All parts interchangeable. Balanced 
Spring Action. Frame made for 30" 
x 54" opening. Also available for 
smaller openings. Two Standard Sizes. 
For ceiling heights 7' 0" to 8' 9", use 
8' 9". For ceiling heights 8' 9" to 9' 
9 , use 9' 9". Custom Super Simplex 
(R.O. 30" x 72") 9' 10" to 12’ 2", use 
12' 2". Figure from finished floor to 
finished ceiling. 


APPROVED BY 
LEADING ARCHITECTS, 
BUILDERS, AND 
LENDING AGENCIES, 


New large size—Actu¬ 
ated by counter¬ 
weights. Designed for 
30" x 54" rough open¬ 
ing. Where 16 O. C. 
ceiling joists are used 
simply cut one joist 
and put in headers. Big 
treads 25/32" x 5" 
wide. Heavy stringer 
25/32" x 4l/ 2 " wide. 
Frame 25/32" x 5l/ 2 " 
wide. Truly a big¬ 
ger sturdier stair¬ 
way for installa¬ 
tion where qual¬ 
ity and strength 
are of prime con¬ 
sideration. 


Operates on life-time roller bearings. Actuated by famous 
Precision counterweights. Hydraulic Safety Checks — for 
easing stairway into open or shut position quietly and safely. 
Insulated Door Panel. All parts secured by bolts and screws. 
Constructed of selected kiln dried lumber throughout. Full 
width safety treads, double steel tie-rods under each tread. 
Double steel hinges. All hardware and other metal parts 
produced in our modern foundry and press 
department. 


Technical Information 
All parts interchangeable. Actuated 
by counterweights. Frame made for 
30" x 54" opening. Also available for 
smaller openings. Two Standard Sizes. 
For ceiling heights 7'-0" to 8'-9" use 
8'-9". For ceiling heights 8'-9" to 9'- 
9" use 9'-9". Figure from finished 
floor to finished ceiling. Trim not 
furnished. Shipped in one package 
(completely assembled). 


NO OTHER STAIRWAYS OFFER SO MUCH! 

• Precision and Simplex Stairways Stocked by Over 200 Jobbers in U.S.A. and Canada! 













































JUST SET IN PLACE 


These doors fi 
tracks. 

^ Nylon guides 


foldin&idoors 

| flffi 

>ivot bearing. 




These doors fold, too, using 
featured in #2 and #3 below. 

Aluminum track for smooth, effortlessj 
Nylon door guides for quiet opergtij 
are self-adjusting. All load-bearjng | 

brackets are nylon bushed for rt6»se-fre_ - 

Strong folding doors—1 3 / 8 “ hotlow core flush t 
life-time ease of operation. Complete wifti door 
Lauan and Paint Grade Veneer. No door stop to' 
hardware mounted on jambs and headers. 

Jambs and header—x 4 5 / 8 ". Header for lower doors— I'A" x 
to receive upper compartment shelf. 

LOWER DOORS 6'—UPPER DOORS \S'/ 2 " 

Overall Width Overall Height 
No. Door Including Including 

Jambs Header 

26'/ 4 m 7'-9" 

32 l / 4 " Door 

38 i / 4 " Clearance Above Floor 


inis— guides, top and bottom pivot 

fyp£. Butt type. hinges 
aligner. Available in Bircl\» 
sweep or stufnble over. All 

3%" dadoed 


Item* Doors 


PRECISION "LABOR-SAVER" CLC 
Completely Assembled 

POORS l §" HO LLOW CORE FLUSH 


BLY TO STUO 

i 


METHOD OF SECURING 


uan or Paint Grade Veneer. 

ACK AND NYLON BEARINGS 

srfect alignment and 


MiNUTEJ 

Designed so one pnan can 
install by nailing 4 cleans 
to studs, plumbing front, 
wedge and nail to studs. 


PACKED I to a carton, 


PRECISION PARTS CORPORATION 


400 North First Street 
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